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CEP3-1 WATER LEVEL INDICATOR 
  

Applications 
The CEP Water Level Indicator is designed to measure the ground water level in earth fill 
embankments, excavation, ground improvement and land reclamation projects. 
 

Installation 
PVC access pipes are perforated and covered with geotextile before installing in a drilled 
borehole to the required depth.  
 
Monitoring 
The ground water level is measured by means of probe attached to an electrical tape 
with 1 centimeter graduations. A buzzer in the tape reel sounds when the probe comes 
into contact with the ground water. The depth of the ground water is read on the electrical 
tape. 
 
Specifications 
CEP 3-1Water Level Indicator with 50m electrical tape is marked in cm. Other lengths 
available upon request: 100m, 200m. 
 
 
 
 

STANDPIPE PIEZOMETERS 
 

Standpipe piezometer is a reliable system for the measurement of pore water pressure in soils and rocks. It comprises a sealed 
standpipe tube connected to a porous element. Water enters the tube via the porous element. The head of water developed within 
the standpipe is the pore water pressure. The water level is determined by lowering a dipmeter probe from ground level. A 
Bourdon gauge may be fixed to the standpipe when the artesian pressures are present. A standpipe piezometer may be capped 
and converted to a bubbler system for the remote reading. 
 
Piezometer Tips, porous plastics, ceramic and steel, are available in various shapes and sizes. All have an average pore 
diameter of 60 microns and permeability of 3x10-4 m/sec. Standard connectors are for plain or threaded 19 mm standpipe but 
adaptors are available for many other tube sizes. 
 

CAT. NO. SPECIFICATION 
�CEP3-2 Casagrande Porous Plastic Piezometer: 

porous plastic element protected by 
perforated pvc, length 320mm, dia. 28mm 

CEP3-3 Casagrande Porous Plastic Piezometer: 
porous plastic element protected by 
perforated pvc, length 1000mm, dia. 28mm 

CEP3-4 Casagrande Ceramic Piezometer:  
ceramic element with pvc ends and central 
support, length 200mm, dia. 50mm 

CEP3-5 Casagrande Ceramic Piezometer:  
ceramic element with pvc ends and central 
support, length 320mm, dia. 50mm 

 Alternative: 
Pn 51405102 Slope Indicator Standpipe Piezometer 

Tip: 
porous stone, length 305mm, dia. 38mm. 

 

 


